
SabreCom-CE1 System Architecture

JSP-BB02D
Jasper COM Carrier

18-24VDC

Front Panel

J5
D38999/ 

20xG35SN
79 contacts

Minicard I/O

J23 1Gb Ethernet 1

J24 1Gb Ethernet 2

J14 USB 2.0 1-2

J26 Serial 1-2

J27 Utility

J1
D38999/
20xC4PN

4 pins

Reset/PowerOn/I2C  (5)

2x RS-232/422/485  (10)

2x USB 2.0  (8)

EPS-12002L-HSP
12+2 port

Ethernet Switch 

J2
RJFTV21G
RJ-45 jack

*

1GbE Port #1 
1GbE Port #2
1GbE Port #3
1GbE Port #4

J16 Power In

J3
D38999/ 

20xD35SN
37 contacts

1x 1GbE Port  (8)

J11 Mini PCIe 
Socket

J12 Mini PCIe
Socket

Removable SSD
Interface PCB

Removable 
Flash Drive 
Up to 2TB

CLI Serial Port

J18 RTC Battery

J22 HDMI

COM Express
Type 6

11th/13th Gen
Core i7 / Xeon CPU

32-64GB RAM

M.2 2280 SATA SSD 
64GB

(with OS) 

B2B 
Connectors

Service Bay

MIL-STD-461
Filter

1 or 2
SFP+

RTC
Battery
BR2032

J20 USB3.0
HDMI

USB 3.0

J4
D38999/ 

20xF35SN
66 contacts

1GbE Port #5
1GbE Port #6
1GbE Port #7

1GbE Port #9
1GbE Port #10
1GbE Port #11

1GbE Port #8

SATA

Power

1GbE Port #12

Power 
On

Reset

Minicard I/O
UP to 48 I/O signals

3V RTC backup

10GbE Copper *

J9 SATA

Rev 3.2

* 2 10GbE ports available 
if M12 or fiber 
connector selected

MIL Spec 
Isolated 

Power Supply

J21 USB 2.0 1-2
2x USB 2.0  (8)

J26 Serial 1-2 2x RS-232/422/485  (10)

J5 GPIO
8x GPIO (10)

J3 Audio
HD Audio (10)

10-60VDC
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